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MPMG
MID PERFORMANCE

5 Flute

PART NAME EDP DIA SHK LOC OAL FL CORNER
List 

Price

MPMG5-808-S 02552 1/4 1/4 7/16 2 5 SQ $XX.XX

MPMG5-808 02560 1/4 1/4 3/4 2-1/2 5 SQ $XX.XX

MPMG5-808-L 02571 1/4 1/4 1-1/8 3 5 SQ $XX.XX

MPMG5-808-E 02582 1/4 1/4 1-1/2 4 5 SQ $XX.XX

MPMG5-1212-S 02554 3/8 3/8 5/8 2 5 SQ $XX.XX

MPMG5-1212 02562 3/8 3/8 1 2-1/2 5 SQ $XX.XX

MPMG5-1212-E 02584 3/8 3/8 1-3/4 4 5 SQ $XX.XX

MPMG5-1616-S 02555 1/2 1/2 5/8 2-1/2 5 SQ $XX.XX

MPMG5-1616 02564 1/2 1/2 1 3 5 SQ $XX.XX

MPMG5-1616-M 02565 1/2 1/2 1-1/4 3 5 SQ $XX.XX

MPMG5-1616-ML 02575 1/2 1/2 1-1/2 4 5 SQ $XX.XX

MPMG5-1616-L 02576 1/2 1/2 2 4 5 SQ $XX.XX

MPMG5-1616-E 02586 1/2 1/2 3 6 5 SQ $XXX.XX
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DIASHK

OAL
LOC

sizes continued on next page

DIA
 (D1)

SHK
(D2)

LOC
(L2)

OAL
(L1)

Corner
(R) Part Name EDP

1/8 1/8 1/4 1-1/2 SQ MPMG5-404-S 02550

1/8 1/8 1/4 1-1/2 0.010 MPMG5-404-R010S 02592

1/8 1/8 1/2 1-1/2 SQ MPMG5-404 02558

1/8 1/8 1/2 1-1/2 0.010 MPMG5-404-R010 02609

1/8 1/8 1/2 1-1/2 0.015 MPMG5-404-R015 02530

1/8 1/8 1/2 1-1/2 0.020 MPMG5-404-R020 02531

1/8 1/8 1/2 1-1/2 0.030 MPMG5-404-R030 02610

1/8 1/8 3/4 2-1/4 SQ MPMG5-404-L 02569

1/8 1/8 3/4 2-1/4 0.015 MPMG5-404-R015L 02637

1/8 1/8 1 3 SQ MPMG5-404-E 02580

1/8 1/8 1 3 0.015 MPMG5-404-R015E 02656

3/16 3/16 3/8 2 SQ MPMG5-606-S 02551

3/16 3/16 3/8 2 0.010 MPMG5-606-R010S 02593

3/16 3/16 5/8 2 SQ MPMG5-606 02559

3/16 3/16 5/8 2 0.010 MPMG5-606-R010 02611

3/16 3/16 5/8 2 0.020 MPMG5-606-R020 02532

3/16 3/16 5/8 2 0.030 MPMG5-606-R030 02612

3/16 3/16 3/4 2-1/2 SQ MPMG5-606-L 02570

3/16 3/16 3/4 2-1/2 0.015 MPMG5-606-R015L 02638

3/16 3/16 1-1/8 3 SQ MPMG5-606-E 02581

3/16 3/16 1-1/8 3 0.015 MPMG5-606-R015E 02657

1/4 1/4 7/16 2 SQ MPMG5-808-S 02552

1/4 1/4 7/16 2 0.015 MPMG5-808-R015S 02594

1/4 1/4 3/4 2-1/2 SQ MPMG5-808 02560

1/4 1/4 3/4 2-1/2 0.015 MPMG5-808-R015 02613

1/4 1/4 3/4 2-1/2 0.020 MPMG5-808-R020 02533

1/4 1/4 3/4 2-1/2 0.030 MPMG5-808-R030 02614

1/4 1/4 3/4 2-1/2 R.045 MPMG5-808-R045 02534

1/4 1/4 3/4 2-1/2 0.060 MPMG5-808-R060 02615

1/4 1/4 1-1/8 3 SQ MPMG5-808-L 02571

1/4 1/4 1-1/8 3 0.015 MPMG5-808-R015L 02639

1/4 1/4 1-1/8 3 0.030 MPMG5-808-R030L 02640

1/4 1/4 1-1/2 4 SQ MPMG5-808-E 02582

1/4 1/4 1-1/2 4 0.015 MPMG5-808-R015E 02658

1/4 1/4 1-1/2 4 0.030 MPMG5-808-R030E 02659

1/4 1/4 1-1/2 6 0.030 MPMG5-808-R030EL 02685

1/4 1/4 1-1/2 6 0.060 MPMG5-808-R060EL 02686

5/16 5/16 1/2 2 SQ MPMG5-1010-S 02553

5/16 5/16 1/2 2 0.015 MPMG5-1010-R015S 02595

5/16 5/16 13/16 2-1/2 SQ MPMG5-1010 02561

5/16 5/16 13/16 2-1/2 0.015 MPMG5-1010-R015 02616

5/16 5/16 13/16 2-1/2 0.030 MPMG5-1010-R030 02617

5/16 5/16 13/16 2-1/2 0.060 MPMG5-1010-R060 02618

5/16 5/16 1-1/8 3 SQ MPMG5-1010-L 02572

5/16 5/16 1-1/8 3 0.015 MPMG5-1010-R015L 02641

5/16 5/16 1-1/8 3 0.030 MPMG5-1010-R030L 02642

5/16 5/16 1-5/8 4 SQ MPMG5-1010-E 02583

5/16 5/16 1-5/8 4 0.015 MPMG5-1010-R015E 02660

5/16 5/16 1-5/8 4 0.030 MPMG5-1010-R030E 02661

Series: MPMG5 - 5 Flute

Carbide
Square Radiusvariable
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5

SQ & Rad - Stub, Std, Long, & XL

Coated in AlCrTin for maxi-
mum tool life

Best performance in Wide 
variety of materials. From 
Tool Steel, Stainless, Cast Iron, 
Titanium to Nickel Based

5 Flute for aggressive HEM 
toolpaths with up to 35% or less 
radial stepover, long and extra 
long should be limited to 25% or 
less radial stepover

Variable Index to reduce 
vibration while cutting

37º Helix with edge PreP

Made in the USA

Mid performance geometry 
at an affordable price

manufactured in

U  S  A

Square

PART NAME EDP DIA SHK LOC OAL FL CORNER
List 

Price

MPMG5-808-SB 02814 1/4 1/4 7/16 2 5 BALL $XX.XX

MPMG5-808-B 02815 1/4 1/4 3/4 2-1/2 5 BALL $XX.XX

MPMG5-808-LB 02816 1/4 1/4 1-1/8 3 5 BALL $XX.XX

MPMG5-1212-SB 02818 3/8 3/8 5/8 2 5 BALL $XX.XX

MPMG5-1212-B 02819 3/8 3/8 1 2-1/2 5 BALL $XX.XX

MPMG5-1212-LB 02821 3/8 3/8 1-1/8 3 5 BALL $XX.XX

MPMG5-1616-B 02822 1/2 1/2 1 3 5 BALL $XX.XX

MPMG5-1616-MB 02823 1/2 1/2 1-1/4 3 5 BALL $XX.XX

MPMG5-1616-LB 02824 1/2 1/2 2 4 5 BALL $XX.XX

Ball

AlCrTin
coated for 

maximum 
tool life

Mid performance geometry 
at an affordable price

Variable index 
to 

reduce 
vibration

Best performance
 DTool Steel
 DStainless
 DCast Iron
 DTitanium
 DNickel Based

Stub, Std, Long & XL Available

37° Helix 
with

Edge
Prep

Stub, Std, Long & XL Available

Best performance
 DTool Steel
 DStainless
 DCast Iron
 DTitanium
 DNickel Based

5 Flute
for aggressive HEM toolpaths with up to 35% or less radial stepover, 

long or extra long should be limited to 25% or less radial stepover

5 Flute
for aggressive HEM toolpaths with up to 35% or less radial stepover, 

long or extra long should be limited to 25% or less radial stepover

MORE sizes available! Visit www.melintool.com



Speed & Feed InFormatIonSpeed & Feed InFormatIon
Note: All technical data provided are suggested starting points.  They may be 
increase or decreased depending on machine condition, depth of cut, finish 
required, coolant, etc.  Call our technIcal SerVIce Team with questions

Notes

Speed & FeedS For SerIeS: mpmG5
deScrIptIon: 5 Flute - VarIable Flute - mId perFormance In a wIde VarIety oF materIalS

Material Guide Condition SFM FL
CHIP PER TOOTH

1/8” 3/16” 1/4” 5/16” 3/8” 7/16” 1/2” 5/8” 3/4” 1”

IS
O

-M

Precipita-
tion 13-8, 15-5, 17-4PH

Slotting @ ≤ .5 x D 250 5 0.0007 0.0012 0.0014 0.0019 0.0022 0.0026 0.0029 0.0036 0.0043 0.0058

Profiling @ 2 x D Axial / ≤ 
.3 D Radial 325 5 0.0010 0.0016 0.0020 0.0026 0.0029 0.0035 0.0039 0.0049 0.0059 0.0079

Austenitic 302, 303, 304L, 316L

Slotting @ ≤ .5 x D 275 5 0.0009 0.0013 0.0017 0.0023 0.0026 0.0031 0.0035 0.0043 0.0052 0.0069

Profiling @ 2 x D Axial / ≤ 
.3 D Radial 350 5 0.0012 0.0017 0.0023 0.0030 0.0036 0.0043 0.0048 0.0059 0.0071 0.0094

Martensitic 403, 410, 416

Slotting @ ≤ .5 x D 300 5 0.0009 0.0014 0.0019 0.0024 0.0027 0.0033 0.0038 0.0046 0.0055 0.0074

Profiling @ 2 x D Axial / ≤ 
.3 D Radial 375 5 0.0013 0.0020 0.0025 0.0032 0.0038 0.0045 0.0051 0.0064 0.0075 0.0101

IS
O

-S

Cobalt Base Stellite, Haynes 25, 188, 
X-40, L-605

Slotting @ ≤ .5 x D 110 5 0.0004 0.0006 0.0007 0.0009 0.0012 0.0014 0.0016 0.0020 0.0023 0.0032

Profiling @ 2 x D Axial / ≤ 
.3 D Radial 150 5 0.0004 0.0006 0.0010 0.0013 0.0010 0.0012 0.0019 0.0023 0.0029 0.0038

Nickel Base
 Inconel 600, 625, 718, Nickel 
200, 270, Invar, Monel 400, 
405, K-Monel, PermaNickel 

300, Inconel 600

Slotting @ ≤ .5 x D 75 5 0.0006 0.0004 0.0010 0.0013 0.0014 0.0017 0.0025 0.0023 0.0038 0.0038

Profiling @ 2 x D Axial / ≤ 
.3 D Radial 115 5 0.0006 0.0006 0.0010 0.0013 0.0016 0.0019 0.0026 0.0026 0.0032 0.0032

Iron Base Inconel 800-802, Multimet 
N-155,Timken 16-26-6

Slotting @ ≤ .5 x D 95 5 0.0006 0.0007 0.0013 0.0017 0.0020 0.0024 0.0027 0.0033 0.0040 0.0053

Profiling @ 2 x D Axial / ≤ 
.3 D Radial 130 5 0.0006 0.0007 0.0014 0.0019 0.0023 0.0028 0.0030 0.0038 0.0045 0.0061

IS
O

-P

High 
Strength 

Steels 
4140, 4340, 52100

Slotting @ ≤ .5 x D 300 5 0.0009 0.0013 0.0019 0.0024 0.0027 0.0033 0.0038 0.0046 0.0055 0.0074

Profiling @ 2 x D Axial / ≤ 
.3 D Radial 375 5 0.0013 0.0019 0.0025 0.0032 0.0038 0.0045 0.0051 0.0064 0.0075 0.0101

High Alloy 
Steels    

Mold & Die 
A-2, P20, 01, 02, D2, H-13

Slotting @ ≤ .5 x D 275 5 0.0007 0.0012 0.0016 0.0021 0.0023 0.0028 0.0032 0.0039 0.0046 0.0062

Profiling @ 2 x D Axial / ≤ 
.3 D Radial 350 5 0.0010 0.0016 0.0022 0.0028 0.0032 0.0038 0.0042 0.0053 0.0064 0.0085

Medium 
Alloy Steels 200, 250, 300

Slotting @ ≤ .75 x D 325 5 0.0007 0.0007 0.0017 0.0023 0.0029 0.0035 0.0036 0.0051 0.0058 0.0072

Profiling @ 2 x D Axial / ≤ 
.3 D Radial 400 5 0.0007 0.0007 0.0022 0.0028 0.0035 0.0042 0.0043 0.0058 0.0072 0.0087

Low Alloy 
Steels-

Maraging 
10XX, 11XX, 13XX

Slotting @ ≤ .75 x D 325 5 0.0010 0.0014 0.0020 0.0026 0.0030 0.0036 0.0040 0.0051 0.0061 0.0081

Profiling @ 2 x D Axial / ≤ 
.3 D Radial 400 5 0.0014 0.0022 0.0027 0.0036 0.0042 0.0050 0.0055 0.0069 0.0082 0.0110

IS
O

-K

Ductile Iron

ASTM A536, ASTM 897

Slotting @ 1 x D 400 5 0.0007 0.0012 0.0014 0.0019 0.0022 0.0026 0.0029 0.0036 0.0043 0.0058

Ductile Cast 
Iron

Profiling @ 2 x D Axial /≤ .3 
D Radial 550 5 0.0010 0.0014 0.0020 0.0026 0.0029 0.0035 0.0039 0.0049 0.0059 0.0079

Cast Iron

SAE J431, ASTM  A48

Slotting @ 1 x D 450 5 0.0009 0.0014 0.0017 0.0023 0.0026 0.0031 0.0035 0.0043 0.0052 0.0069

Grey Cast 
Iron

Profiling @ 2 x D Axial /≤ .3 
D Radial 600 5 0.0012 0.0017 0.0023 0.0030 0.0036 0.0043 0.0048 0.0059 0.0071 0.0094

IS
O

-S Titanium 
Alloys 6AL-4V, ASTM 1, 2, 3, 6AL-2S 

Slotting @ ≤ .5 x D 175 5 0.0007 0.0010 0.0013 0.0017 0.0020 0.0024 0.0026 0.0033 0.0040 0.0053

Profiling @ 2 x D Axial / ≤.3 
D Radial 275 5 0.0009 0.0014 0.0019 0.0024 0.0027 0.0033 0.0036 0.0045 0.0055 0.0072

For 5553, decrease SFM and IPM by 25%

HigH Performance general PurPosemicro

Speed & Feed Information for MPMG5

Fast Delivery Blanks in stock in-House engineering24 Hour Quotespecials in-House coatings


